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Lampade a parete / Wall lights
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Con base - driver integrato
With base - driver on board
110V version: supplied with 
plate to cover junction box
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Struttura / Frame

Antracite
Anthracite

Laccato oro
Gold lacquered

Vetro bianco opale
Opal white glass

Diffusore / Diffuser

Fonte luminosa / Light source

220 - 240V: 
Ap 2 x 5W LED + 2 x 8W LED
sorgente luminosa inclusa / light source included 
So 2 x 5W LED + 2 x 8W LED + 2 x 10W LED
sorgente luminosa inclusa / light source included
So double 4 x 5W LED + 4 x 8W LED + 4 x 10W LED
sorgente luminosa inclusa / light source included 

Ap - So - So double
Dimmerazione a taglio di fase/Triac - altri sistemi 
di dimmerazione (DALI e 1-10V) disponibili su richiesta
Phase cut/Triac dimming - alternative dimming
systems (DALI and 1-10V) available on demand

110V: 
Ap 2 x 5W LED + 2 x 8W LED
sorgente luminosa inclusa / light source included 
So 2 x 5W LED + 2 x 8W LED + 2 x 10W LED
sorgente luminosa inclusa / light source included
So double 4 x 5W LED + 4 x 8W LED + 4 x 10W LED
sorgente luminosa inclusa / light source included 

Ap - So - So double
Dimmerazione a taglio di fase/Triac - sistema 
di dimmerazione 1-10V disponibile su richiesta
Phase cut/Triac dimming - 1-10V dimming system
available on demand

Senza base - driver remoto
Without base - remote driver

110V version: supplied with 
plate to cover junction box
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